
WT=   

LC=   

FT=     

TX=     

LS=     
revision

source

GRAPHIC DEFINITION

created by w. roman zanowski adot 1994

CADD STANDARDS
symbol

LV=   

TJ=     

none     (style)       

Design sheet item                        

                                         

Refer to Drafting Guide Design and       

Typical Sections sheets for graphic      

and text parameters                      

                                         

                                         

                                         

                                           06-30-05

TYP4  

S
u
rv

e
y
 &

C
o
n
s
tr

u
c
ti

o
n

\

T
Y

P
IC

A
L

 S
E

C
T

IO
N

N
e
w

 5
’ 

C
o
n
c
 S

id
e
w

a
lk

 (
T

y
p
)

S
td

 C
-
0
5
.2

0

New R/W

N
e
w

 C
o

n
c
 C

u
rb

 &
 G

u
tt

e
r

T
y

p
e
 A

, 
h

=
6

"
 (

T
y

p
)

S
td

 C
-
0
5
.1

0

New R/W New R/W

R
o

a
d

w
a
y

L
t 

G
u

tt
e
r

C
o

n
tr

o
l 

G
ra

d
e

R
t 

G
u
tt

e
r

C
o

n
tr

o
l 

G
ra

d
e

P
ro

fi
le

 G
ra

d
e

P
v
m

t 
S

tr

S
lo

p
e
 V

a
ri

e
s
, 

H
o

ld
 1

’

I
n
s
id

e
 R

/W

6
:1

 S
lo

p
e
 o

r
 H

o
ld

 1
’

I
n
s
id

e
 R

/W

Typical section 5 lanes 

CO=BYLEVEL

roadway v8.cel


